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MARINA 1750. 








Die hart van 'n nuwe motor 

Die gewillige hart van die nuwe 
Marina 1750 is 'n heeltemal 
herontwerpte 4-silinder-enjin 
met `n bonokas wat `n maksimum 
van 58,2 kW teen 4 800 r/min uit- 
skop. Vir rêrig spaarsame 
petrolverbruik en volop reserwe- 
krag onder outomatiese rytoe- 
stande lewer hy maksimum 
wringkrag teen relatief lae 
omwentelinge —134,0 N.m teen 

3 100 r/min. 





The heart of a new car 

The willing heart of the new 
Marina 1750 is a completely 
re-designed four-cylinder power 
unit with an overhead cam- 
shaft, developing a maximum 
582 kW at 4 800 r/min. For 

real fuel economy and ample 
reserve power under automatic 
driving conditions, maximum 
torgue of 134,0 N.m is achieved 
at 3 100 r/min. 
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MARINA 1700 


Op en af, vanself 

Die outomatiese ratkas 
haal die werk uit 
bestuurwerk uit. Vinnig, 
stadig, versnel, rem, 
ooppad of stad — hy gly 
gladder deur die ratte 

as wat enige bestuurder 
kan oorskakel. 

Sy ratverhoudings is so 
fyn uitgewerk, daar's g'n 
sprake van die “luiheid” 
wat altyd 'n probleem 
was as 'n outomatiese 
ratkas aan `n middel- 
slagenjin gekoppel 

word nie. Gee maar 

vet, die krag is daar! 


The change is sweet 
The automatic gearbox 
works like an extension of 
vour mind — responding 
to acceleration, braking 
and road conditions 
with sweeter, smoother 
gear changes than the 
most expert driver 
could hope to achieve. 
Ideally spaced gear 
ratios completely 
overcome the 
“acceleration lag” 
which used to bea 
problem when auto- 
matic gears were 
j# combined witha 
medium sized engine. 
All the power you'll ever need is 
right there when you need it most! 



















Dis in u hande 

As u dink u kan vinniger dink en 
ratte verander as die nuwe 1750 se 
uitmuntende outomatiese ratkas, 
is daar vir u 


Its in vour hands 
If you believe you can 
think guicker, change 
faster than the new 1750's 
automatic 


die handrat- box, there's a 
model met A-on-the-floor 
vier-op-die- manual as 
vloer. well. 


Printed by B.M. Litho Jhb. 








Kyk rond — dis mos nou uitsig 


Maar net een van die veiligheids- 
kenmerke wat ingebou is in die 
nuwe Marina 1750, is die onbe- 
lemmerde uitsig wat u rondom het. 
Die voor-, sy- en agterruite is ekstra- 
groot, en die pilare is so geplaas dat 
hulle nie die bestuurder se uitsig 
versper nie — selfs nie eens by onge- 
maklike aansluitings nie. 'n Tru- 
spieëltjie buite is standaard. Ver- 
sinkte deurknippe binne, kinder- 
slotte wat nie oopspring nie, en 'n 
opgestopte instrumentpaneel help 
alles om hom nog veiliger temaak. 
En laastens is daar ook nood- 
likkers vir veiligheid langs 

die pad. 


Look around — that's real 
visibility 

Just one of the safety features built 
into the new Marina 1750 is unim- 
peded vision in every direction. 
Windscreen, side and rear windows 
are extra-generous, pillars are 
placed where they cannot interfere 
with the driver's view, even at 
awkward road junctions. An ex- 
terior driving mirror is standard. 
Recessed interior handles, anti- 
burst childproof door locks, and a 
deeply padded fascia add to the 
security and safety. Finally, hazard 
warning lights keep trouble ata 
safe distance. 
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MARINA 1/50 


Internasionaal beproefde 
padhouvermoë 


Tandstang-en-kleinratstuur, 
verbeterde onafhanklike wring- 
staafvering voor en semi-elliptiese 
bladvere agter is 'n internasionaal 
bewese kombinasie wat die Marina 
sOos 'n neet aan die pad laat klou — 
selfs in reën en oor hobbelpaaie. 
Servoversterkte skyfremme voor 
en trommels agter laat hom hou 
vir hou veilig en viervoet stop. 


'n Motor wat gemaak is om te ry 


Alles aan die nuwe Marina vertel u 
hy's gemaak deur en vir mense wat 
dit rêrig geniet om te ry. Binne is 
daar ten volle verstelbare komsit- 
plekke... weelderige gevormde 
volvloermatte... en elke kon- 
trole, van die horlosie tot 
die sigaaraansteker, is 
net waar u dit wil hê. 
Buite word die 
Marina se klas- 
sieke lyne afge- 

rond deur 'n vol- 
wydte rooster, om- 
die-hoek-stampers 
voor en agter, en nuwe 
rostyle-wiele. 









Internationally-proven 
roadhandling 


Rack and pinion steering, improved 
independent torsion bar front 
suspension and semi-elliptic leaf 
springs at rear, provide an inter- 
nationally-proven combination 
that gives the new Marina its 
“riding on rails” stability — even 
in the rain or on the rough. Servo 
assisted front disc brakes and 
drums at the rear make every 
stop straight and smooth and 
sure. 


A car that's made for driving 


Everything about the new Marina 's 
styling tells you it's made by and 
for people who really enjoy their 
motoring... Inside, there are in- 
dividual fully reclining bucket 
seats...rich wall to wall 
moulded carpets... and 
controls that put every- 
thing from the clock 
to the cigar lighter 
just where you need 
them. On the out- 
side, new rostyle 
wheels, a full width 
grille and wrap- 
around bumpers 
front and rear round 
off the classic Marina 
lines. 








'n Nuwe soort krageenheid — 
vir 'n nuwe era in rygenot 

Die nuwe Marina 2600 se enjin is 
heeltemal nuut, heeltemal her- 
ontwerp om die werkverrigting 

te gee wat bestuurstoestande 
vandag vereis. 'n Gevorderde 
enjin-ontwerp met 'n bo- 

nokas wat die ene vaart- 

krag is — 'n maksimum van 

82,0 kW teen 4 500 r/min. En 

'n lae wringkragkurwe (die 
maksimum 196,0 N.m word be- 
reik teen 'n verbasend lae 2 000 
r/min.) gee u al die krag plus lae 
brandstofverbruik. Vir kits- 
versnelling in stadverkeer en vir 
lui-lekker ritte op die ooppad teen 
volgehoue snelhede. En selfs om 
'n karavaan te trek. 


MARINA 2600 


OUTOMATIES 6 AUTOMATIG 


A new kind of power unit — 
for a new age of motoring 

The new Marina 2600 engine is 
completely new, completely re- 
designed to give the kind of per- 
formance today's driving con- 
ditions demand. An advanced 
engine design, featuring an 
overhead camshaft, pours 

out effortless power —a maxi- 
mum 82,0 kW at 4 500 r/min. 
Then a low torgue curve (the 
maximum 196,0 N.m is achieved 
at an amazingly low 2 000 r/min) 
puts all the power to work and 
cuts fuel consumption. For 
instant response in city traffic or 
when cruising at sustained 
speeds. Even for towinga 


Caravan. 
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Skakel oor na '76 

Ook die outomatiese rat- 
kas is ontwerp vir vandag 
se nuwe rytoestande. Ge- 
reelde wisseling na die 
regte rat is een van die 
geheime van brandstof- 
besparing. Die Marina 
2600-ratkas vertolk 
vragte, hellings en 
snelhede soos 'n 
rekenaar —en skakel 

dan gladweg oor na 

die rat wat die beste 
werkverrigting vir 

die minste brandstof 

gee. 


U is altyd in beheer 


Ons het die Marina 2600 gemaak 
om te doen presies wat sy 
bestuurder van hom vra — en gou. 
Danksy 'n tandstang-en-klein- 
ratstuur, onafhanklike wring- 
staafvering voor en semi-ellip- 
tiese bladvere agter, en servo- 
versterkte skyf- en trommel- 
remme. 













Shift into `'76 
The automatic gearbox 
too, is designed to match 
, the new kind of motoring 
of today. Appropriate 
gear selection is 
one of the secrets of 
fuel conservation. The 
Marina 2600 gearbox 
reads loads, gradients 
and traffic conditions 
like a computer —tken 
shifts smoothly, 
effortlessly into the 
gear that gives the 
most performance for 
the least petrol. 


More responsive roadability 


We've built the Marina 2600 to do 
exactly what the driver demands of 
it— and do it fast. With rack and 
pinion steering, independent 
torsion bar front suspension and 
semi-elliptic leaf springs at 

rear. And servo assisted disc/ 
drum brakes for sure, safe 


stopping. 





GOLDEN KEY 





U gesin se veiligheid is 
allerbelangrik 


Die Marina sorg daarvoor met groot 
en aantreklike ruite vir goeie uitsig 
reg rondom. Met 'n verwarmde 
agterruit en 'n truspieëltjie buite 
wat standaard is. Met deurslotte 
wat nie oopspring nie en bestand is 
teen kinders. 
Met opge- 
stopte instru- 
mentpaneel 
en nood- 
flikkers. Met 
kontroles wat 
almal byder- 
hand is. En 
met die trotse 
selfvertroue 
wat u kry deur so 'n voortreflike 
motor te besit en te bestuur. 


Eksklusiewe “Rally”-reistasse 
(opsionele ekstra) 

'n Skitterstel van vier aantreklike, 
sterk reistasse plus 'n handsak is 
spesiaal ont- 
werp vir die 
Marina se 
tamaai 
bagasiebak. 











MARINA 2600 


OUTOMATIES 6 AUTOMATIC 


Bestuur is weer die moeite werd Driving is worthwhile again 


Your family's safety is 
everything 


The Marina 2600 caters for safety 
with wide and handsome wind- 
screen and window proportions 
for all-round visibility. A heated 
rear window and an exterior 
driving mirror that are standard. 
With door 
locks that 
cam 't burst 
and children 
can't open. 
A fascia 
that's padded 
for the full 
width, and 
hazard 
warning 
lights. With controls that fall in- 
stantly to hand, and with the sheer 
pride of driving that comes with 
owning a car of this calibre. 


Exclusive “Rally” luggage 
(optional extra) 

A stunning 4-suitcase plus hand- 
bag set of handsome, hard wearing 
luggage 

has been de- 
signed espe- 
cially to fit 
the Marina 's 
capacious 
boot. 
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Aantreklike nuwe 


Levyland 


As u voel die toenemende verkeer 
haal al die plesier uit bestuurwerk, 
was u nog nie agter die stuurwiel 
van die nuwe Marina 2600 nie. Sak 
weg in die ten volle verstelbare 
komsitplekke. Voel die sagte 
matte onder u voete. Kyk na 
die sorg waarmee al die toe- 
behore gekies en geplaas is — 
van die sluitbare paneel- 
kissie tot sonskerms, van 

die sigaar- 
aansteker 
tot die 
varslug- 
ver- 
warmer. 
Kyk hoeveel 
beenruimte 
het u passassiers. Draai dan die 
sleutel. Ry weg. En ontdek hoe be- 
vredigend motorry nog kan wees. 


rostyle-wiele 




















If you think increasingly crowded 
roads are taking the pleasure out of 
motoring, you haven't been behind 
the wheel of the new Marina 2600. 
Sink into the fully 
reclining indivi- 
dual bucket seats 
trimmed in 
guality vinyl with 
clothinserts. See 
the generous legroom 
Vour rear seal pas- 
sengers enjoy. Feel the 
thick soft carpets under- 
foot. Gonsider the care that 
lies behind the choice and 
positioning of the interior 
fittings — from locking glovebox 
to sun visors, from cigar lighter 
to fresh air heater. Then switch on. 
Drive it. And discover how satis- 
fying motoring can still be. 


Handsome new 
rostyle wheels 


DIMENSIONS 


“Front seat head room (uncom- A 1000 mm 
pressed) 

'Rear seat head room (uncom- B 850 mm 
pressed) 

`Front seat leg reach —- max. L 1200 mm 

`Rear seat leg reach — min. M 860 mm 
Luggage boot height N 508 mm 
Luggage boot depth O  1041mm 
Luggage boot width P 1080 mm 
Shoulder width over front seat U 1230 mm 
Shoulder width over rear seat V 1230 mm 
Wheelbase W 2438 mm 
Overall height max. unladen X 1395 mm 


Overall width Y 1640 mm 
Overall length Z 4222 mm 
Track at front 1 333 mm 
Track at rear 1331 mm 
Ground clearance 165 mm 
Kerbside mass (approx.): 

1750 Manual 960 kg 

1750 Automatic 980 kg 

2600 Automatic 1003 kg 


“Approximate measurements 


SPEGIFICATIONS MARINA 2600/6 


Engine: 

No. of Cylinders 6 

Cubic Capacity 2623 cms3 

Power Output nett 82 kW at 4500 r/imin ' 
(L.S.O.) 

Torgue Ma ximum 196 N.m at 2000 r/min 
Bore 76,2 mm 

Stroke 95,76 mm 
Compression Ratio 9.0:1 

Valves S.O.H.C. 


Number of Main Bearings 7 
Lubrication (engine): 


Pump Eccentric Rotor 

Filter * Full low — sealed Unit 

CGooling system: 

Circulation: Pump Driven by Vee Belt. 
Thermostatically controlled 
low 

Radiator Cross Flow with expansion 

Tank 

Fuel system: 

Pump Mechanical 

Carburetter Single SU. HS.6 


Air Cleaner Moulded Plastic with impreg- 
nated paper element 


Ingition system: 


Coil Lucas ABA 7 
Firing Order 1:6:8 6:24 
Spark Plugs — Type Champion N9Y 
Electrical system: 
Voltage 12 volt 
Polarity Negative earth 
Battery Lucas ANS 9. 40 amp/hr 
Alternator 17 ACR. Lucas 
Wiper Motor 2 Speed 
Horns Twin-high and low note 
Headlamps Single 
Transmission system (automatic): 
Make and Type of 3 Speed Auto. with torgue 
Gearbox Converter. Borg Warner 
` Gear Ratios: Low 2,39:1 
Intermediate 1,45 :1 
Top 1,00:1 
Reverse 2,09:1 
Rear Axle Ratio: 3,70:1 
Propeller Shaft Front and Rear Tubular with 
Centre Bearing 
Wheels and tyres: 
Wheels Rostyle 5] x 13” 
Tyres 165 Xx 13 Tubeless 


Brake system: 
Type: 


Front: 
Rear: 
Handbrake Type: 


Suspension: 
Front: 


Rear: 


Steering: 
Type: 

Turning Circle 
Steering Wheel 


Turns —lock to lock 
Gar interior: 
Seating Front: 


Seating Rear: 


Floor Coverings: 
Dash Board and 
Instruments: 


Steering Column 
Stalks RH. 

Steering Column 
Stalks LH. 

Body dimensions: 
Overall length 

Overall width 

Overall height (unladen) 
Gapacities and masses: 
Fuel Tank 

Engine and Sump refill 
Gearbox 

Rear Axle 

Cooling System 

Kerb Side Mass 


Hydraulic with Servo. Single 
Circuit System 

Disc 

Drum 

Lever and ratchet placed 
between front seats operating 
rear brakes via Cable 


Independent, Torsion Bar with 
Lever type shock absorber 
Semi-elliptic leaf spring with 
telescopic shock absorber 


Rack and Pinion 

10,0 m 

2 spoke plastic with padded 
spokes 

s 


Independent bucket type seats 
covered with `A' Ouality Vinyl 
and Cloth inserts. Adjustable 
[ore and aft 

Bench type covered with 'A' 
guality Vinyl and Cloth inserts 
Fully Carpeted 

Fascia Panel houses triple 
circular dials for speedometer, 
odometer, fuel and temp. 
gauge, tachometer: Warning 
lights for ignition, direction 
indicators, oil pressure, high 
beam. Rocker switches for 
lights, Fan and hazard warning 
lights. 2 ventilation louvres, 
heating controls, ashtray, 
glovebox, cigar lighter 
Direction Indicators, horns and 
High Beam. 

Windscreen wiper controls 
and Washer. 


4 219 mm 
1 646 mm 
1419 mm 


54,6 litres 
4,7 litres 
3,25 litres 
1,0 litre 
9.0 litres 
1033 kg 


AFMETINGS 


Algehele breedte 
Algehele lengte 
Spoorwydte voor 
Spoorwydte agter 
Vryspeling 
Rymassa (ongeveer): 
1750 Handrat 
1750 Outomaties 
2600 Outomaties 


“Mate by benadering 


Y 1 640 mm 
Z, 4 222 mm 
1 333 mm 

1 331 mm 

165 mm 


960 kg 
980 kg 
1003 kg 


SPESIFIKASIES MARINA 2600/6 


“Kopruimte voorsitplek (nie A 1000 mm 
ingedruk) 

“Kopruimte agtersitplek (nie B 850 mm 
ingedruk) 

“Voorsitplek-beenruimte—maks. LL 1200 mm 

“Agtersitplekke-beenruimte — min. M 860 mm 
Bagasiebakhoogte N 508 mm 
Bagasiebakdiepte O  1041mm 
Bagasiebakbreedte P 1080 mm 
Skouerbreedte oor voorsitplek U 1230 mm 
Skouerbreedte oor agterste sitplek V 1230 mm 
Asafstand W 2438 mm 
Algehele hoogte maks. sonder X 1395 mm 
vrag 
Enjin: 


Aantal silinders 
Kubieke kapasiteit 
Netto kraglewering 
(L.S.O) 

Maksimum wringkrag 
Boring 

Slag 
Drukverhouding 
Kleppe 

Aantal hooflaers 
Smering (enjin): 
Pomp 

Filter 

Koelstelsel: 
Sirkulasie 


Verkoeler 
Brandstofstelsel: 
Pomp 

Induksie 
Lugfilter 


Ontstekingstelsel: 
Klos 
Ontsteekorde 
Vonkproptipe 
Elektriese stelsel: 
Spanning 
Polariteit 

Battery 
Alternator 
Ruitveërmotor 
Toeter 

Koplampe 


6 
2623 cms3 
82 kW teen 4500 r/min 


196 N.m teen 2000 r/min 
76,2 mm 

95,76 mm 

9,0 :1 

E.B.N.A. 

# 


Eksentriese rotor 
Volstroom verseëlde eenheid 


Pomp aangedryf deur waaier- 
band. Termostatiesbeheerde 
stroom 

Dwarsvloei met uitsittenk 


Meganies 

Enkel SU. HS.6 

Gevormde plastiek met geim- 
pregneerde papierelement 


Lucas ABA 7 
1:5:3:6 2:4 
Champion N9Y 


12 volt 

Negatiewe aarding 

Lucas ANS 9. 40 ampeêre-uur 
17 ACR. Lucas 

2-spoed 

Dubbel — Hoë en lae noot 
Enkel 


Transmissiestelsel (outomaties): 
Fabrikaat en tipe Ratkas 3-spoed Outo. met koppelom- 


Ratverhoudings: 
Laag 
Intermedier 
Boonste 
Tru 
Agteras-verhouding 
Dryfas 


Wiele en bande: 
Wiele 
Bande 


sitter. Borg Warner 


2,39:1 

1,451 

1,001 

2,09:1 

3,70:1 

Buisvormig voor en agter met 
draagstuk in middel 


Rostyle 5] x 13" 
165 x 13 Binnebandloos 


Remstelsel: 
Tipe: 


Voor; 
Agter: 
Handrem 


Vering: 
Voor: 


Agter: 


Stuur: 
Tipe: 
Draaisirkel 
Stuurwiel 


Draaie van kant tot kant 
Binnekant van motor: 
Voorste sitplekke 


Agterste sitplekke: 


Vloerbedekking: 
Instrumentpaneel en 
Instrumente: 


Hefboom aan stuur, 
regs: 

Hefboom aan stuur, 
links 
Bakafmetings: 
Totale lengte 
Totale wydte 
Totale hoogte (Ongelaai) 
Inhoude en massa: 
Brandstoftenk 
Fnjin- en oliebak 
Ratkas 

Agteras 

Koelstelsel 
Rymassa 


Hidrouliese Girling met Servo, 
Eenkringstelsel 

Skyf 

Trommel 

Hefboom en sperrat tussen 
voorste sitplekke, werk op 
agterremme d.m.v. kabel 


Onafhanklik, Wringstaaf met 
hefboomtipe skokbrekers 
Semi-elliptiese bladveer met 
teleskopiese skokbrekers 


Tandstang-en-kleinrat 

10,0 m 

Plastiek met twee opgestopte 
speke 

H 


Onafhanklike Komsitplekke 
oorgetrek met ,A '-gehalte 
viniel — voor en agter verstel- 
baar 

Banktipe oorgetrek met ,A'- 
gehalte Viniel 

Matte regdeur 

Paneel het drie ronde wyser- 
plate met snelheidsmeter, 
odometer, brandstofmeter en 
hittemeter, toereteller; waar- 
skuliggies vir aanskakeling, 
rigtingwysers, oliedruk, skerp- 
ligte; tuimelskakelaars vir 
ligte, waaier en noodlflikkers: 
twee ventilasiehortjies; kon- 
troles vir verwarmer; asbak; 
paneelkissie; sigaaraansteker 
Rigtingwysers, toeter, skerp- 
ligte. 

Ruitveërs en -wasser. 


4 219 mm 
1 646 mm 
1419 mm 


54,6 liter 
4,7 liter 
3,25 liter 
1,00 liter 
9,0 liter 
1033 kg 


SPEGIFIGATIONS MARINA 1750/4 


Engine: 

No. of Cylinders 
Cubic Gapacily 
Power Output Nett 
(L.S.O.) 

Torgue Maximum 
Bore 

Stroke 

Compression Ratio 
Valves 

No. of Main Bearings 
Lubrication (Engine) 
Pump 

Filter 

Cooling system 
Girculation 


Radiator 


Fuel system: 
Pump 
Induction 
Air Cleaner 


Ignition system: 
Coil 

Firine Order 
Spark Plugs Type 
Electrical system: 
Voltage 

Polarity 

Battery 
Altermator 

Wiper Motor 
Horns 
Headlamps 


4 
1748 cm) 
58.2 KW at 4800 r/min. 


134 N.m at 3100 r/min. 
76.2 mm 

95,76 mm 

B.6:1 

S.O.H.C. 

$ 


Fccentric Rotor 
Full flow, Sealed Unit 


Pump driven by Vee Belt 
Thermostatically Controlled 
Flow 

Cross Flow with Expansion 
Tank 


Goss-Vertical 

Single S.U. HS. 6 

Pressed metal Air box with 
Impregnated paper 
element 


Lucas ALH. Oil Filled 
1.3.4.2. 
Champion N9Y 


12 volt 

Negative Earth 

Lucas ANS 940 amp/hr. 
17 ACR Lucas 

2 Speed 

Twin -high and low note 
Single 


Transmission system (Manual) 


Clutch. 
Make and Details of 
Gearbox 


Gear Ratios: First 
Second 
Third 
Top 
Reverse 

Rear Axle Ratio 

Propeller Shaft 


Diaphragm Spring 

4 Forward Speeds, 1 Reverse 
Synchromesh on all forward 
Speeds 

311: 

1.92 :1 

1,311 

1.001 

3.42:1 

3,B9:1 

Front and Rear Tubular with 
Centre Bearing 


Transmission system (Automatic) 


Make and Type of 
Gearbox 


Gear Ratios: Low 
Inter- 
mediate 
Top 
Gonverter 
Reverse 

Rear Axle Ratio 


3 Speed Auto. with Torgue 
Converter Borg Warner 
Type 35. 

2.39:1 


1,451 
1.00:1 
1.00 :1 
2.09:1 
3,891 
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SOUTH AFRICA 


Propeller Shaft 


Wheels and Tyres: 
Wheels 

Tyres 

Brake system: 


Type 


Front 
Rear 
Handbrake Type 


Suspension: 
Front 


Rear 


Steering: 

Type 

Turning Circle 
Steering Wheel 


Turns — Lock to Lock 
Gar Interior: 
Seating Front 


Seating Rear 


Floor Coverings 
Dashboard and 
Instruments 


Steering Column 
Stalks Rh. 
Steering Column 
Stalks Lh. 

Body Dimensions: 
Overall length 
Overall width 
Overall height 
(unladen) 
Capacities and Masses: 
Fuel Tank 

Fngine and Sump 
Refill 

Gearbox 

Rear Axle 
Cooling System 
Kerb Side Mass 


Front and Rear Tubular with 
Centre Bearing 


Rostyle 5] x 13” 
165 Xx 13 Tubeless 


Girling Hydraulic with Servo 
Single Circuit System 

Disc. 

Drum 

Lever and Ratchet placed 
between front seats operating 
rear brakes via cable 


Independent, Torsion Bar with 
lever Type shock absorbers 
Semi-Fllipticleaf spring with 
Telescopic shock absorbers 


Rack and Pinion 

9,45 m 

2 Spoke Plastic with Padded 
spokes 

4 


Independent Bucket-Type 
seats covered with `A' guality 
Vinvyl-Adjustable fore and aft 
Bench Type Covered with '`A' 
guality Vinyl 

Fully carpeted 

Fascia Panel houses triple 
circular dials for Speedometer, 
odometer, fuel gauge, temp. 
gauge, clock, w/lights for 
ignition, direction indicators, 
oil pressure, high beam; 
Rocker switches for lights, 
Fan and hazard warning lights, 
Two Ventilation louvres, 
heating controls, ashtrays, 
glovebox, cigar lighter. 
Direction Indicators, Horn, 
High Beam. 

Windscreen Wiper Controls 
and Washer. 


4219 mm 
1646 mm 
1419 mm 


54.6 litres 
3,4 litres 


1,12 litres (Auto. 5,40 litres) 
1,00 litres 

6.00 litres 

960 kg. (Auto. 980 kg.) 


SPESIFIKASIES MARINA 1750/4 


Enjin 

Aantal silinders 
Kubieke kapasiteit 
Netto kraglewering 
(L.S.O.) 

Maksimum wringkrag 
Boring 

Slag 
Drukverhouding 
Kleppe 

Aantal Hooflaers 
Smering (Enjin) 
Pomp 

Filter 

Koelstelsel: 
Sirkulasie 


Verkoeler 
Brandstofstelsel: 
Pomp 

Induksie 
Lugfilter 


Ontstekingstelsel: 
Klos 
Ontsteekorde 
Vonkproptipe 
Elektriese stelsel: 
Spanning 
Polariteit 

Battery 
Alternator 
Ruitveërmotor 
Toeter 

Koplampe 


Handratsedan 

a 

1748 cmsa 

58.2 kW teen 4800 r/min. 


134 Nm. teen 3100 r/min. 
76,2 mm 

95,76 mm 

A,6 1 

F.B.N.A. 
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Eksentriese rotor 
Volstroom. verseëlde eenheid 


Pomp aangedryf deur waaier- 
band — Termostatiesbeheerde 
stroom 

Dwarsvloei met Uitsittenk 


Goss— Vertikaal 

Enkel S.U. HS.6 
Persmetaal-windketel met 
geimpregneerde papierelement 


Lucas ALH. Oliegevul 
1.3.4.2. 
Champion N9Y 


12 volt 

Negatiewe aarding 

Lucas ANS9. 40 ampéêre-uur 
17 ACR Lucas 

2-spoed 

Dubbel — hoë en lae noot 
Enkel 


Transmissiestelsel: (Handrat) 


Koppelaar 
Fabrikaat en 
Besonderhede van 
Ratkas 
Ratverhoudings: 

Eerste 

Tweede 

Derde 

Vierde 

Tru 
Agterasverhouding 
Dryfas 


Diafragmaveer 

4 vorentoeratte, 1 Trurat. 
Sinchroonskakeling op alle 
vorentoeratte 


d.11:1 

1,92 :1 

1,311 

1.00 :1 

d.42:1 

d4.89:1 

Buisvormig voor en agter. met 
draagstuk in middel 


Transmissiestelsel (Outomaties) 


Fabrikaat en Tipe 
Ratkas 
Ratverhoudings: 
Laag 
Intermedieër 
Boonste 
Omsitter 
Tru 
Agterasverhouding 
Dryfas 


3-spoed Outo. met koppel- 
omsitter Borg Warner-tipe 35 


2.39:1 

1.451 

1.00 :1 

1.00 :1 

2.09:1 

3,89:1 

Buisvormig voor en agter. met 
draagstuk in middel 





Wiele en Bande: 
Wiele: 

Bande 
Remstelsel: 
Tipe 


Voor 
Aeter 
Handrem 


Vering: 
Voor 


Agter 


Stuur: 
Tipe 
Draaisirkel 
Stuurwiel 


Draaie van kant tot 
kant 


Binnekant van Motor: 


Voorste sitplekke 


Agterste sitplekke 


Vloerbedekking 
Instrumentpaneel en 
Instrumente 


Hefboom aan stuur, 
regs 

Hefboom aan stuur, 
links 
Bakafmetings: 
Totale lengte 
Totale breedte 
Totale hoogte 
(ongelaai) 

Inhoude en Massa: 
Brandstoftenk 
Enjin en Oliebak 
Ratkas 

Agteras 

Koelstelsel 
Rymassa 






LEYLAND 


SUID-AFRIKA 


Rostyle 5] x 137 
165 x 13 Binnebandloos 


Hidrouliese Girling met Servo, 
Fenkringstelsel 

Skyf 

Trommel 

Hefboom en sperrat tussen 
voorste sitplekke. werk op 
agterremme d.m.v. kabel 


Onafhanklik, Wringstaaf met 
hefboomtipe skokbrekers 
Semi-elliptiese bladveer met 
teleskopiese skokbrekers 


Tandstang-en-kleinrat 
9.45 m 

Plastiek met 2 opgestopte 
speke 
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Onafhanklike Komsitplekke 
oorgetrek met 'A'-gehalte 
Viniel —- voor en agter 
verstelbaar 

Banktipe oorgetrek met `A'- 
gehalte Viniel 

Matte regdeur 

Paneel het drie ronde wyser- 
plate met snelheidsmeter, 
odometer., brandstofmeter, 
hittemeter. horlosie: waarsku- 
liggies vir aanskakeling, rigting- 
wysers, oliedruk, skerpligte: 
tuimelskakelaars vir ligte, 
waaier en noodflikkers, twee 
ventilasiehortjies; kontroles 
vir verwarmer; asbak; paneel- 
kissie; sigaaraansteker. 
Rigtingwysers, toeter. 
Skerpligte. 

Ruitveërs en -wasser. 


4219 mm 
1646 mm 
1419 mm 


54,6 liter 

3,4 liter 

1,12 liter (Outo. 5,40 liter) 
1,00 liter 

6,00 liter 

960 kg (Outo. 980 kg) 


